(Flat Lock Nut) Hydraulic Cylinders

Series:  FJLN

Type: Single Acting

Compact design - for use when space is limited Female coupler with dust cap included on all
models
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Includes safety lock nut for mechanical load holding

a Customised FJLN cylinders can be made against
order

Baked enamel finish for increased corrosion resistance
1
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The maximum operating pressure of all the Flat

Special coating on the plunger to resist corrosion and abrasion Lock Nut Hydraulic Cylinders is 700 bar / 10,000 psi
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Overflow port acts as a stroke limiter for plunger blow-out Our ratings of load capacity and stroke are

prevention maximum safe limits

6| Good practice encourages using only 80% of these

R o . ratings
Integrated tilt saddle allows for up to 5° of misalignment
For example: a 100 ton cylinder should be used in
* order to lift a maximum load upto 80 ton
Lifting eyes for portability
* on selected models
Model Capacity Stroke Qil Capacity Collapsed Height Extended Height Outside Diameter Plunger Diameter Weight Return Type

EJLN602 60 ton 50 mm 433 cc 125 mm 175 mm 140 mm Tr104 x 4 14.5 kg Load Return
FJLN1002 100 ton 50 mm 715 cc 137 mm 187 mm 175 mm Tr135x 6 23.5kg Load Return
EJLN1602 160 ton 45 mm 1,021 cc 148 mm 193 mm 220 mm Tr170 x 6 41.5 kg Load Return
EJLN2002 200 ton 45 mm 1,275 cc 155 mm 200 mm 245 mm Tr190x 6 57 kg Load Return
FJLN2502 250 ton 45 mm 1,633 cc 159 mm 204 mm 275 mm Tr215x 6 74 kg Load Return
FJLN4002 400 ton 45 mm 2,481 cc 178 mm 223 mm 350 mm Tr 265 x 6 134 kg Load Return

FJLN5002 500 ton 45 mm 3,286 cc 192 mm 237 mm 400 mm Tr 305 x 6 189 kg Load Return



